
ANNEX II + III:
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title: Supply of specialized equipment and supplies for prevention and elimination of flood consequences
p 1 /…
Publication reference: REACT/2SOFT/4.2./149/Lot 5
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
Remark: Please fill in only the information only for the lot(s) which you are submitting for. The other lot(s) can be deleted, accordingly. 
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	Floating Motor pumps (6 items)
Floating motor pumps for pumping contaminated water. The pump achieves an efficiency of up to 2400l / min!

Technical data:

· maximum performance of 2,400 l / min

· 110 mm discharge nozzle

· with a B 75 hose coupling
	
	
	

	2
	Mud Motor pumps (6 items)
Mud pump 2400 liters/minute

Solid and durable engine.

Technical specifications:
· The impurity diameter is 33 mm

· Nozzle and delivery nozzle 110 (A) G4;

· Maximum capacity 2400 l / min

· Maximum suction depth 8 m"

· with a B 75 hose coupling
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	Average motor-pumps (4 pieces)
· Possibility of use in all types of PSP and OSP fire and extinguishing vehicles.

· Reduced weight and reduced dimensions facilitate transport (and most cars) and transport the pump to the action site even on difficult terrain.

· Low fuel consumption in relation to high technical performance.

· Simplicity of design and use of high-quality components.

· Unforgettable glass fiber float.

· Possibility of high-pollution water supply, which facilitates the pumping of water from underground and flooded installations.

· The possibility of dry work

· Minimum suction depth of 30 mm allows optimum pumping of water from flooded objects.

· Using a four-stroke engine to allow to use gasoline without the need to mix.

· The mechanical (graphite-ceramic) gaskets for a long service life of the pump.

· The engine should be equipped with a speed controller that maintains the pump performance.

· Pumps from special aluminium to offer corrosion resistance. 
Technical specifications

· Maximum capacity 1200 dm3 / min

· Nominal capacity (at 2 bar) 400 dm3 / min

· Maximum water fun 30 m

· Lifting height dodo 30 m water column

· Simple lining 75Min.

· inlet depth 30 mm

· Briggs & Stratton 850 series engine

· Power (3600 rpm, 6.3 kW

· Tank capacity: 1.3 – 2.0 l

· Working time on a tank full of 1 hour

· with a B 75 hose coupling.
	 
	
	

	4
	Hoses for motor pumps (50 item)
discharge hoses and sleeve-nuts of storz type for hose diameter B 75, 20m
	
	
	

	5
	Change pieces for motor pumps
sieve with mesh diameter 75 of type storz for mud and medium pumps; oil filter; sleeve nut with thread 75 diameter of storz type; oil filters
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	Generator with stabilizer 9,5 - 10 KW for camper van (1 item)
· Fuel - diesel. 

· Power supply voltage - 220 / 380V; Engine start – electric

· Maximum power of the generator - 12 kw

· Low oil level alert with automatic engine shutdown

· Overload sensor with auto-off

· AVR voltage regulator

· Portable, compact, durable frame

· Control panel resistant to rain and dust; Silencer that stops the sparks. 
	
	
	


Lot 5.2

	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 

Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1
	Two-axle van / trailer (Camper van / trailer) (1 item)

· Size of tires R15; 

· useful size: L400 x I 160 x H180 cm; 

· maximum authorized load: 2000 kg
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	Inflatable Tents (3 items)

· Internal area: 25 m2

· Operating pressure [bar]: 0,19 – 0,23

· Temperature range: -30 to +70 °C

· Number of entrance curtains [pcs]: 2 on both front sides of tent

· Doors with Velcro’s 

· Vents above the doors: 2 pcs

· Number of sleeves for heating, diameter of 350 mm – 2 pcs

· Number of sleeves for cables, hoses, diameter of 150 mm – 2 pcs

· Number of air chambers of the structure – 2
· Number of inflatable / overpressure valves 2 / 2 pcs

· Number of anchor ropes / anchorages 6 / 6 pcs

· Diameter of structure tubes [app. mm] – 230

· Handles on frame for hanging accessories – Yes

· Anti-slip floor -Yes

· Removable floor – Yes

· Transport Bag – Yes

· Equipment
13x anchor pins, 1x hammer, 1x pressure hose adapter, 1x reduction on pump with C7 – AH coupling, 1x repair kit, 1x hand pump

· Max. number of beds – 8
· Possibilities of inflating: Compressed air (via a pressure hose), electric blower

· Number of windows [pcs] 4, 

· Layers: Insect screen, transparent foil, cover layer of the tent roof material

· Closing: Velcro around the perimeter of each layer and strings

· Removable sanitary liner


· Material:3 layers: PES textile 2x, PES fleece 1x Colour
	
	
	

	2
	Portable air conditioning (for cooling and heating) for inflatable tent (3 items)
· Air conditioner with max. cooling of 12,000 Btu, and a max. of 420 m³ / h.

· Can be used in spaces up to 115 mc. 

· Supply voltage: 220-240 V / 50 Hz 
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